|
ern Itec Professional Surveillance Solutions

Pegasus V3 Servers
BUILD Concept Series

1000 & 2800 Megapixel fps Recording
Intel i5, i7 or E3 XeokabylLake CPUs
8 or 16 GB DDR4 Ram Options

4, 8, 12 or 16 Hot Swappable HDD bays
ESR VX USB ErniteBmart Recovery®
Windows® 100TPro OS installed
500Gb SSD System Drive
IPMIRemote Access
12GbpsRAIDCards

DualGigabit Network Card

A 3 year Warranty

To To Po Po o To To Io Do Do

Version 3 Performance Increase Ernitec Smart Recovery Version Two

The Buildv3 serieshas been improved with the The new Version of ESR can now be accessed from the

addition of the new 7th Generation Intel EKzby ; ; ;
Lake CPU with Intel Quick Sync ideal for smooth VMS (ées_ktop, with tzls Ll:n|qu§ softwa:éevelop(;(_j by
Operation and is optimized to work with CCTV rhitecyou canbaclkup the complete machine

recording Software for sensitive & lotgrm storage including OS and VMsgttings. We are also bringing
of IP/Megapixel cameras new standards tahe server marketvith a specially

Optimized For Surveillance developed configuration GUI for language selection

and network settings that simplifies thestallation.
The Pegasus rangeengineered to optimize the way

the processor, memory, graphics, OS and software ~ Hardware I\/Ionitoring Remotédccess
technology work together to deliver massive

recording power Special hardware IPMI management and netiégion
Tuned and Tested servergive you early warnings ifgoblem is detected

S0 you can keep your server health.
All systems have been hardware tested ovehddirs

togetherwith more than87 unique systems settings ~ Base Build Configurations
before leaving the assembling line to make sure that

the server will run 24 hours per day, year after year Part Number T

Advance Replacement Hard Drives BUILBESR1004T 4 BAY 1000 MEGAPDRHCORDINGWER
BUILDESR1004R 4 BAY 1000 MEGAPDRHCORDING RACK

When you order Ernitec BUILD hard drives with your BUILBESR1008R 8 BAY 1000 MEGAPDREECORDING RACK

Pegasus Server you have the added benefitof a3 gy pEsrogo8T 8 BAY 2800 MEGAPDRECORDING TOWER

year advance replacement service on the drives. BUILEESR2S00B2R _ 12BAY 280MPRC, B) RACHIC RAID CARD
BUILDESR2800R6R 16 BAY 280MP RC3U RACIic RAID CARD
BUILBEREGCLIEN®3  1000MP VIEWING TOWER
BUILRERECLIENRV3 1000MP VIEWING RACK
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Ernitec SmarRecovery V3 Software USB version
-

Ernitec Smart RecovegDesigned for surveillance servers
Automated backup of drive every day/week/month

Only 15 minutes to restore the entire system

V3 now supports back up to USB on motherboard

To Do Do o

B A Backupthe complete machine
ernltec including OS and VMS settings.

PROFESSIONAL SURVEILLANCE
emnitec

A New Windows Desk Top user interface
a backup server while its running.

A User defined scheduled backup.

A Themost reliable recovery solution for
surveillance servers on thmarket.

Createlupdate Restore images
@ oo

BIY ostorsmages - A Choose betweeffiour backup images

P toois

o Support Contacts

llalliee SMART@ iedovEDy A New desk top Icon for ESR

A Recover theompletemachine including OS

and VMS settings. Operating system

60 GByte

240 GByte

A ESRworks on Windows 7, 80 and server 2012
operating systems.

A Internal USB fitted to all compatible servers for
auto back up of your image, if your system disc
fails just fit a new one and build your working
image from the internal USB in minuets
reducing down time and days or windows
rebuilding.

Free space

100 GByte
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ErniteclPMI

I ————————
Intelligent Platform Management Interface (IPMI)

IPMlis an invaluable tool for any administrator, it enables them to monitor systems on a hardware level and perfort
essential maintenance remotely.

Without it system installation, trouble shooting and monitoring can be a costly time consuming experience. With
collocated systems, a system crash/hang that requires a system reboot can in some situations require a triptoad
centre in another city. Simply probing the KVM to determine the fault and if necessary power cycling the node can
done in seconds resulting iIn much faster response times and ensure longer uptime of essential services.

Evendisregarding system failures, IPMI is a powerful tool for monitoring overall system health, applying firmware,
BIOS and OS updates remotely, configuring new systems and using KVM to fully control@are OS remotely.

Al of these factors make IPMI an excellent tool for reducing your TCO and improving your productivity as an
administrator and your company's services as a whole.

IPMICONNECTIVITY

All these features are delivered remotely over a standard IP network port on the managed sgsiEhServers
send IPMtraffic overthe 2nd LAN port on the motherboardeth2) alongside the systems standardtiBffic shown
in item 7 below.

1. HDMI 6. USBO 11. CEN/LFE Out
2. VGA Port 7. LANZ (shared with the % 12. Surround Out
IPMI port :
3.DVI Port 8 USB7 (3.0) E 13. SPDIF Dut
4. LAN1 9. USB6 (3.0) 914, Line In
5 USB1 10. Thunderbolt | 15. Line out
= [16 Micim

KVMOverIP Support

Usinga Java based console it's possible to gain full graphical KVM access to a system over an IP network. This all
access at all times, even before an O/S has booted, giving access to the BIOS or DOS applications. It's even poss
to perform installations of Linux and Windows remotely from this console.

PRIy - OET)
——

ernitec

=M LY¥L}

T 5 5 e O 0 ot [V G v e

* Notethe BUILBESR1004R will not support IPMI

Ernitec
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Pegasus Configuration Guide

At Ernitec we aim to make server configuration easy and transparent for our customers. That's why just looking at
our stock number you can see the exact configuration and performance of the s@éngtichoose a model and add

hard drives

All servers have a performance number 1000 or 2800. This refers to the total megapixel the server can handle for

recording.

To find the server you need to multiply three numbers: resolution of camera X frames per second X number of

cameras.

Example: 20 cameras in Full HD (2 megapixel) recording 25 frames per second. Equals 20 X 2 X 25 = 1000

megapixel.

Tower models

Part Number Description Raid Card
BUILDESR1004T 4 BAY1L000 MegTOWER  Option
BUILDESR2808T 8 BAY2800 MegTOWER  Option
Rack models
Part Number Description Raid Card
BUILDESR1004R 4 BAY 1000 Meg RACK  Option
BUILDESR1008R 8 BAY 1000 Meg RACK  Option
BUILDESR2800&2R 12 BAY 2800 Meg RACK Included
BUILDESR2800®R6R 16 BAY 2800 Meg RACK Included
Clients
Part Number Description Raid Carq
BUILEERECLIENRV3 1000 MP ViewingRACK  N/A
BUILDERGCLIENWV3 1000 MP Viewing TOWI N/A

Follow us on

e in

www.ernitec.com

Part Number Guide

Name BUILD  Design Your Own Product Line
Software ESR Ernitec SmarRecovenjnstalled
Performance 1000 or 2800Total megapixeserver rating
Raid Card Option R RAID controller included

HDD Capacity 4/8/12/16 RemovableHard Disk Capacity
Chassis Type C/T/IR  Cube, Tower or Rackabinet

Ernitec
Tempovej 41
2750 Ballerup
Denmark


https://www.linkedin.com/company/ernitec

Upgrade Options for Pegasus Build Servers

Customize options for the BUHHRS Surveillance servers enable tpodesign the server to thproject requirements

All hard drives are enterprise performance rated which are optimized for 24/7 surveillance use. The hardware 8ch R/
controller supportsl.5, 3.0 and 6.0 Gb/s SAS and SATA data transfer rates on all channels and the professional grap
card renders pristine image quality on up to eight Display Port monitors at resolutions up to 2560 x 1600 per output.

BUILBER&MONITOR GRAPHICARD FOR 2 MONITORS, 1 HDMI, 1 DVI output
BUILBERE&AMONITOR GRAPHICARD FOR 4 MONITORS, 4 display port, 4 DVI output
BUILBERGMONITOR GRAPHIC CARD FOR 6 MONITORS, 6 display port, 6 DVI output
BUILBERGMONITOR GRAPHIC CARD FOR 8 MONITORS, 8 display port, 8 DVI output

Network Cards Description

BUILBNIG1GB INTEL GIGABIT NETWORK ADAPTER, 1 extra network port for
BUILBFIBERL FIBER SERVER ADAPTER, 1Gb or 10 Gb Single Port SFP+
BUILBFIBER2 FIBER SERVER ADAPTER, 1Gb or 10Gb Dual Port SFP+
BUILBSFRLX FIBRE TRANSCEIVER, 10Gig Bas@00BaskX

BUILBSFPSX FIBRE TRANSCEIVER, 10GigSBa$800BasgX

.

BUILBCPUWUPGRADE TO 2800MPJUpgrade tointel 7th GenE3KabylLake BUILBWIN-10-PRGSTD  WINDOWSO0 Standard Insta
BUILECPUUPGRADE TZBOOMPS Upgrade tointel 7th Gen i7SkyLake  BUILBWIN2016RSTBESR WINDOWStandard, 16 core
BUILBUPGRADRAM16GB 16 GIG RAM, Addition of 2 x 4 Gig St1
BUILBUPGRADRAM32GB 32GIG RAM, Addition of 4 x 8 Gig St

\Windows Server

2016 Standar®

* All Monitor cards can fit into the BUILEBR100dR using a riser card.
** Only the 2 and 4vay monitorcards fit into theBUILBESR1008R, 8 Bay 2 BACK
*** BUILBCPUUPGRADE TZB0OOMPSs only used foBUILBESR1004R upgrade to 2800MP
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Additional Parts For Pegasus Build Series
-

Hard Drive Selection

We have a wide range of hard drives to go with your Pegasus Server. This enables you to design the server to the
project requirementsAll hard drives Are Enterprise performance rated which are optimized for 24/7 Surveillance use.
Our hardware RAID controllers supptirb, 3.0 and 6.0 Gb/s SAS and SATA data transfer rates on all channels.

Advance Replacement Drives

When you purchase hard drives from Ernitec we offer you a next day advance replacement hard drive service, just
contact the RMA return department and give them the serial number or invoice number and we will ship you a new
hard drive in advance of the returned faulty unit.

Drive Options

SATA Drives

BUILDITBSATAHDDESR 1 Terabyte 24/HDDSATAndustrial IntelliPowerrpm
BUILR2TBSATAHDDESR 2 Terabyte 24/HDD SATA industribdtelliPowerrpm
BUILBBTBSATAHDDESR 3 Terabyte 24/7 HDD SATA industhiélliPowerrpm
BUILATBSATAHDDBESR 4 Terabyte 24/HDD SATA industrildtelliPowerrpm
BUILB6TBSATAHDDESRNV 6 Terabyte 24/7 HDD SATA industhiélliPowerrpm
BUILEBTBSATAHDDESR 8 Terabyte 24/7 HDD SATA industhmeélliPowerrpm
BUILB1IOTBSATAHDDESR 10 Terabyte 24/7 HDD SATA industimaélliPowerrpm

SAS Drives

BUILBITBSASHDBESR 1 Terabyte 24/HDD SAS, 7200rpm optimized for RAID controller
BUILD2TBSASHDBESR 2 Terabyte 24/HDD SAS, 7200rpm optimized for RAID controller
BUILESTBSASHDDBESR 3 Terabyte 24/HDD SAS, 7200rpm optimized for RAID controller
BUILATBSASHDDESR 4 Terabyte 24/7 HDD SAS, 7200rpm optimized for RAID control
BUILB6TBSASHDBESR 6 Terabyte 24/7 HDD SAS, 7200rpm optimized for RAID control

Live Data Base Drives

BUILE300GBSASLI5KHDDESR 300 GB 24/HDD SAS3,5000rpmoptimized forRAIDcontroller
BUIL450GBSASL5KHDDESR 450 GB 24/HDD SAY,5000rpmoptimized forRAIDcontroller
BUILB600GBSASL5KHDBESR 600 GB 24/HDD SAS,5000rpmoptimized forRAIDcontroller
BUILD1800GBSASLOKHDDESR 1800 GB 24/HDD SAS3,0000rpmoptimized forRAIDcontroller

SSD Drives
HDD512GBSSD 24/7 HDD SSD for high spdad database requirements
HDD1000GBSSD 24/7 HDD SSD for high spdect database requirements

RAID Options

BUILEBCHRAIBDCONTV2 8ch controller 12GB/ser port, 0,1,5,6,10,50,60 + hot spare

BUILBDRAIDBBU RAID CARD BATTERY BACKUP KIT
BuildRAIDESetting RAID config setting

BuildRAID1Setting RAID config setting

BUILBRAID1SYSSSD Eatra 500GB SSD System [istiscs set to RAID
BuildRAIDSSetting RAID config setting

BuildRAIDESetting RAID config setting

BuildRAID165etting RAID config setting

BuildRAID56Setting RAID config setting

BuildRAIDJOBBSetting RAID config setting

Buildhotspare RAID config setting

*Note Raid controller works with both 8 bay and 16 bay racks with active backplane.
** The BUILBESR1004R has space for one card, so you can use either a RAID or Monitor card.
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Build Upgrade EasyView Software Options

Customize options for the Buid3 surveillance server range, enable you to design the server to the project

requirements. This includes installationafalogcapture cards for hybrid recorders and Ernitec EasyView VMS
software all pre loaded in our factory.

~|lSoftware

BUILBEVR Installation of Ernitec EasyView
BUILDEVR32B Installation of Ernitec 32 Bit EasyView
BuildEVRPRGL Installation of Ernitec EVR Pro Version,

1 channel IP NVR & DVR license, Max 5 us
1 server, 50 cameras per server.

BUILBEVRENT1 Installation of Ernitec EasyView Enterprise
Version, 1 channel IP NVR & DVR license,
10 users, 5 servers, 128 cameras per serve

by ernitec including 1 Year Warranty SMA

e W o

Software Options
BUILBVCALCHA Factory Installation of Channel Video Analyti
Advance Surveillance with people counting

- iCapture Card
M BUILDEVRI6ANACARBONLY Factory installation 06 Channel High performance H264 Hy
capture card, hardware compression with full D1 resolution ¢

all channels resolution up to 400fps@D1 (704 x 576 pixels)
BUILDESR2800Will accept 2 x 16¢ch Analog capture cards

Follow us on
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EasyView Professional VM®r Pegasus Servers

EasyView Video Management Systemen designing a CCTV system you try to cover all angles and offer
the best solution to the customer. However, more often than not when a customer sees the quality of the megapixe
cameras that have been installed they will come back and ask for more cameras. If you have purchased a Linux bo
NVR solution this means you have to add a whole new unit just for maybe one of two more cameras. This is not the
case with the EasyView Software, if you want to upgrade you simply add the extra licenses you want to increase tf
system size. We offer many upgrade options that can ultimately take your system to an unlimited amount of
cameras, users and servers, with several options for video analytic software and integratipadysoftware.

EasyView Part Numbers

PRO v7 CHANNEL

channels.
Partno:006399997

MASTERBERVERXTENSION

Master server license for
additionalserversfrom 6 t020
and 20 users foEVR Enterprise.
Active directory integration.

Partno: 006309995

VIDEO ANALYCTICS CHAN

VCA Surveillance License,
enterprise license required to run
Video Analytics.

Partno:006399988

Follow us on

e in

PRGENTERPRISE UPGRAL

EasyView Pro single channel license  Software upgrade from Pro to
5 users, 1 Server. Expansion max 50 Enterprise version for 1 channel.

To run enteprise all Pro channels
need to be upgraded.

Partno: 006399996

SERVERXTENSION

Master server extension license
for additional 10 servers on top of
006399995 use this part number
to increase in steps of 10 to 150/
unlimited for special projects

Part na 006399994

ANPR

4 Channel ANPR Base License
Enterprise license required to run
ANPR

Partno:006399987

www.ernitec.com

ENTERPRISE v7 CHANNE

EasyView Enterprisgnglechannel
license. Max expansion; 128
channels10users5 Servers.
Incl year warranty SMA

Partna 006399999

USER EXTENSION

License for additional 10 users in
VMS Pro and VMS Enterprise.

Partno: 006399993

REPORTING TOOL

Datamining tool for system
administrators Enterprisécense
required to run Reporting Tool

Partno:006399990

Ernitec
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Technical SpecificatioBUILBESR100@T

Features

Recording frame ratat
resolution 1280 x 720
System Hard drive with OS

Management

*Up to 1000 fps/sec in H.264 Power Configurations

1 x500 GB SSD

IPMI, ACPI Power Management, Keybi
Wakeup from SofOff, Poweron mode
for AC power recovery

Graphiccontroller for 3 Software

monitor output
Ernitec ESBoftware

** IXVGA, 1xDVD, 1xHDMI ,
1xThunderboltup to 4096 x 2304
Yes

Dimensions / Weight:

Ernitec Pre ServeZonfigurator Ernitec
ESRSuperDoctotll, IPMI View

Ernitec Pre Server ConfiguraiYes Form Factor Tower
- Dimensions 426x178x531
Auto-rebooting after Yes (HXWXD mm)
power failure Weight net. Up to 22.7KG (Cabinet 16.7KG)

Storage

Storage interface General

Languages

M.2/SATA/SARAID controller option
Storageincluded -

25 including : English, German, Frenct
Spanish, Dutch, Danish, Italian, Finnist

Storage bays
RAIDcontroller Options

4x3,5" hot swapbays
BUILEBCHRAIBDCONTV2

Operation conditions

Temperature range from5°Cto +35°C

Operating Relative

BUILERAIDBBU Humidity Range

8% ~ 90% (neoondensing)

Storage hard drive options ~ Seeupgrade options for more info

Warranty

3years

@]
(0]
%
c
S
S
o
3

Included accessories

O

S
Upgradeoption; Win OS

Windows 100TEnterprise 64bit
No

1x OPTICAL MOUSE BLACK/USB PS:
2M GREY, CAT6 2M BLUE, Power Co
schuko 2M , Power 2MK

PU / Memory Part number

I

INTEL Core 46400 2,7GHz
2 X 4GB 2133MHz DDR4 NeGC (8GB)

O
o
=)
=
@]

1x 92mm Front Thermal Fan

Keyboard / mouse USBconnector

Chipset Intel® C236 Express PCH

Audio HD Audio 7.1 channel connector by
RealtekALC1150

USB ports 8x USB 3.0 (4 rear + 4 via headers)
6xUSB 2.0 (2 rear + 4 via headers)

Network card Dual Gigabit Ethernet LAN ports

(1x Intel® i217LM & 1x Intel® i210AT)

*kk

Embedded RAIBontroller

U
o]
=
@

FixedPSU
Power requirements

500W high-efficiency power supplies
100V-240V AC/5860Hz/500W

BUILBESR1004T

»

i

1. HOMI

1. CENILFE Out

2. VGA Port [X11SAT- only) 7.LAN2

12. Surraund Cut

3.0V Port 8.USB7 (30)

13.5PDIF Out

4. LAN1 9.USBE (30)

4. Ling In.

5.usB1 10. Thundarbolt

15. Lina Out

11-18: HD Audio Jacks

16.Mic In

*

Testedvith ErnitecEasyview’.5.10

Usingdifferent cables with the on board graphic card can caumsall
differencesto the images on the monitorsonnected

*** Testedand not recommended for any Video Surveillance usage

*%

Follow us on

www.ernitec.com

e in

CEFC

We reserve the right to introduct product modifications without notice
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Technical SpecificatioBUILBESR2808T
-

Recording frame rate at *Up to 2800 fps/sec in H.264 Power Configurations  IPMI, ACPI Power Management, Keyb
resolution 1280 x 720 Wakeup from SofOff, Poweron mode
System Hard drive with OS 1 x500 GB SSD for AC power recovery
Graphiccontroller for 3 ** 1XVGA, 1xDVD, 1xHDMI , Software Ernitec Pre Servézonflgura_tor,Ernltec
monitor output 1xThunderboltup to 4096 x 2304 : : ___ ESRSuperDoctotll, IPMI View
Ernitec ESBoftware Yes Dimensions / Weight:
Ernitec PreServer ConfiguratcYes Form Factor Tower/Rack
- Dimensions 452x178x647

Auto-rebooting after Yes (HXWXD mm)
Werfa"”re Rackkit Option Part No: RACKKIT

orage - -

. . Weight net Up to 29.6KG (Cabinet 23.6KG
Storage interface M.2/SATA/SARAID controller option g P ( )
Storagandiuded :

- Languages 25 including : English, German, Frenct
Storage bays 8x3,5"hot swapbays Spanish, Dutch, Danish, Italian, Finnist
RAIDcontroller Options BUILEBCHRAIDCONTV2
BUILBRAIBBBU Operation conditions Temperature range from5°Cto +35°C
Storage hard drive options  Seeupgrade options for more info Operating Relative 8% ~ 90% (nenondensing)
OS support Humidity Range
oS Windows 100TEnterprise 64bit Warranty 3 years

Included accessories  1x OPTICAL MOUSE BLACK/USB PS;
2M GREY, CAT6 2M BLUE, Power Co
schuko 2M , Power 2M UK,

Upgradeoption; Win OS No

CPU / Memory

CPWabylLake INTEL Xeon ER45v6 3,70GHz LGA11 Part number BUILBESR2808T
Memory 2x 8GB 2133MHz DDR4 (16GB)

Fan type 4x 80mm Hoswap 4pin PWM Fans
Hot swap Fan

On-Board Devices

Keyboard / mouse USBconnector

Chipset Intel® C236

Audio HD Audio 7.1 channel connector by
RealtekALC1150

USB ports 8x USB 3.0 (4 rear + 4 via headers)
6xUSB 2.0 (2 rear + 4 via headers)

Network card Dual Gigabit Ethernet LAN ports

(1x Intel® i217LM & 1x Intel® i210AT)
OnboardRAIDController ok

Power

Fixed PSU 665W Super Quiet (25dB)
(Bronze Level) Higéfficiency PS
Power requirements 100v-240V AC/560Hz/500W 0
0o 0
U ==
O © 00000
00 o060
TR { i
3.0VI Port 8.USBT (3.0) :; 13 SPDIF Out
4. LAN1 9. UsBe (3.0) g | 14 Linein.
*  Testedwith ErnitecEasyviewr.5.10 s usar 10 Thundersl 5[5 meon
*  sing different cables with the on board graphic card can cause small e
differencesto the images on the monitors connected c € F@
***  Testedand not recommended for any Video Surveillansage
**** Included in configuration We reserve the right to introduct product modifications without notice
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Technical SpecificatioBUILDESR1004R
-

Recording frame rate at *Up to 1000 fps/sec in H.264 Power Configurations  IPMI, ACPI Power Management, Keyb
resolution 1280 x 720 Wakeup from SofOff, Poweron mode
System Hard drive with OS 1 x500 GB SSD fitted to front storage | for AC power recovery
Graphiccontroller for 3 = 1xVGA. 1XDVD, 1xHDMI , Software Ernitec Pre Servézonfigura_tor,Ernitec
monitor output 1xThunderboltup to 4096 x 2304 _ . _ESRsuperDoctotll, IPMI View
Ernitec ESBoftware Yes Dimensions / Weight
Ernitec ESR INFO Yes Form Factor M|  RapkFrame

. Rack Rails Yes
Auto-rebooting after Yes - -
power failure Dimensions 43x437x503
Storage (HXWxD mm)

Weight Up to 21.2KG (Cabinet 15.2KG)

Storage interface M.2/SATAISARAID controller option

Storageincluded - General

m Languages 25 including : English, German, Frenct
Storage bays 3 usable3, 5" hot swapbays Spanish, Dutch, Danish, Italian, Finnist
RAIDcontroller Options BUILEBCHRAIDCONTV2

BUILBRAIBBBU Operation conditions Temperature range from5°Cto +35°C

Storage hard drive options  seeupgrade options for more info Operating Relative 8% ~ 90% (nenondensing)
OS support Humidity Range
oS Windows 100TEnterprise 64bit Warranty 3 years

Included accessories  1x OPTICAL MOUSE BLACK/USB PS;
2M GREY, CAT6 2M BLUE, Power Co
CPU / Memory schuko 2M , Power 2M UK,

Upgradeoption; Win OS -

CPUSkylake INTEL Core 46400 2,7GHz Part number BUILBESR100@R

CPU upgrade option INTEL Core 47700 3,6GHz LGA1151 8M

Memory 2 x 4GB 2133MHz DDR4 N®&@GC (8GB)

Fan type 80x38mm 4pin PWM Fans

Hot swap Fan 3

On-Board Devices

Keyboard / mouse USBconnector

Chipset Intel® C236

Audio HD Audio 7.1 channel connector by
RealtekALC1150

USB ports 8x USB 3.0 (4 rear + 4 via headers)
6xUSB 2.0 (2 rear + 4 via headers)

Network card Dual Gigabit Ethernet LAN ports

(1x Intel® i217LM & 1x Intel® i210AT)
OnboardRAIDController kk

Redundant PSU 400W (1+1) higlefficiency (94%+) ADC
Redundant power supplies with PM Bt
and 12C

Power requirements 100v-240VAC/5060Hz/400W

1_HDMI & UsB0 1. CENILFE Out

2. VIGA Port (X11SAT-F only) 7. LAN2
2.DVI Port 8. Use? (3.0
4 Lant 3. USB6 (30)

12 Surround Out

13. SPDIF Out

14 Line in

5.usB1 10. Thunderbolt 15. Line Out

16. Mic In

[11-16: HD Audio Jacks

* Tested with Ernite€asyview.5.10

**  Using different cables with the on board graphic card can cause small
differences to the images on the monitors connected

***  Tested and not recommended for any Video Surveillance usage c € F@

***x Included in configuration

*xxxx |f installed ¢ the PEGASUSCHRAIBCARD has to be removed.

We reserve the right to introduct product modifications without notice
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Technical SpecificatioBUILDESR1008R

Features

Recording frame rate at
resolution 1280 x 720

*Up to 1000 fps/sec in H.264

System Hard drive with OS 1 x500 GB SSD

Graphiccontroller for 3
monitor output

** IXVGA, 1xDVD, 1xHDMI ,
1xThunderboltup to 4096 x 2304

Management
Power Configurations

IPMI, ACPI Power Management, Keybi
Wakeup from SofOff, Poweron mode
for AC power recovery

Software Ernitec Pre ServeZonfigurator Ernitec

ESRSuperDoctotll, IPMI View

Dimensions / Weight:

Ernitec ESBoftware Yes
Ernitec ESR INFO Yes Form Factor H ! Raplé Frame
- Rack Rails Yes
Auto-rebooting after Yes i -
powerfailure Dimensions 89x437x647
Storage (HXWxD mm)
Weight Up to 29.9KG (Cabinet 23.9KG)

Storage interface M.2/SATAISARAID controller option

Storageincluded -

General
Languages

25 including : English, German, Frenct

Storage bays Spanish, Dutch, Danish, Italian, Finnist

RAIDcontroller Options

8x3,5"hot swapbays

BUILBBCHRAIBCONTV2
BUILBRAIBBBU

seeupgrade options for more info

Operation conditions ~ Temperature range from5°Cto +35°C

Storage hard drive options
OS support

oS Windows 100TEnterprise 64bit
Upgradeoption; Win OS -

CPU / Memory
CPUskylake
Memory

Cooling

Operating Relative
Humidity Range
Warranty

8% ~ 90% (nenondensing)

3years

1x OPTICAL MOUSE BLACK/USB PS:
2M GREY, CAT6 2M BLUE, Power Co
schuko 2M , Power 2M UK,
BUILEESR1008R

Included accessories

INTEL Core 46400 2,7GHz Part number

2 X 4GB 2133MHz DDR4 NeGC (8GB)

Fan type 80x38mm 4pin PWM Fans

Hot swap Fan 3

Keyboard / mouse USBconnector

Chipset Intel® C236

Audio HD Audio 7.1 channel connector by
RealtekALC1150

USB ports 8x USB 3.0 (4 rear + 4 via headers)
6xUSB 2.0 (2 rear + 4 via headers)

Network card Dual Gigabit Ethernet LAN ports

(1x Intel® i217LM & 1x Intel® i210AT)
Embedded RAIDontroller — ***
Power
Redundant PSU

720W (1+1) higlefficiency (94%-+) ADC
Redundant power supplies with PM Bt
and 12C

100v-240VAC/5660Hz/720W

Power requirements

1. HDMI

2. VGA Port (X11SAT-F only)
3.DVI Port

4. LAN1

5. UsB1

11. CENILFE Out

7. LAN2 12. Surround Out

8.USBT (3.0)
9. USBE (3.0)
10. Thunderbolt

13 SPDIF Out

4. Line In

15. Lina Out

[11-16: HD Audio Jacks

16. Mic In

*  Tested with Ernitd€asyview’.5.10

**  Using different cables with the on board graphic card can cause small
differences to the images on the monitors connected

***  Tested and not recommended for any Video Surveillance usage

**** |ncluded in configuration

CEFC

We reserve the right to introduct product modifications without notice
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Technical SpecificatioBUILDESR2800R2R
-

Recording frame rate at ~ *Up to 2800 fps/sec in H.264 Power Configurations  IPMI, ACPI Power Management, Keyb
resolution 1280 x 720 Wakeup from SofOff, Poweron mode
System Hard drive with OS 1 x500 GB SSD for AC power recovery
Graphiccontroller for 3 * 1xVGA, 1xDVD, 1xHDMI Software Emitec ESR &uperDoctoil

monitor output 1xThunderboltup to 4096 x 2304 Dimensions / Weight:

Eritec ESBoftware Yes Form Factor H'!  RabkéFrame

Ernitec ESR INFO Yes Rack Rails Yes

Auto-rebooting after Yes Dimensions 89x437x647

powerfailure (HXWxD mm)

Storage interface SATA/SAS with RAID controller General

Storageincluded - Languages 25 including : English, German, Frenck
Storage bays 12x3,5"hot swapbays Spanish, Dutch, Danish, Italian, Finnist

RAIDcontroller Included  High Performance 16ch controller, 12Gt Gperation conditions  Temperature range from5°Cto +35°C
0,1,5,6,10,50,60 + hot spare
Storage hard drive options seeupgrade options for more info

Operating Relative 8% ~ 90% (nenondensing)
Humidity Range
OS support Warranty 3years

0os Windows 100TEnterprise 64bit Included accessories  1x OPTICAL MOUSE BLACK/USB PS;
Upgradeoption; Win OS - 2M GREY, CAT6 2M BLUE, Power Co
CPU / Memor schuko 2M , Power 2M UK,

Y Part number BUILBESR2800R2R
CPWKabyLake INTEL Xeon E245v6 3,70GHz LGA1151
Memory 2x 8GB 2133MHz DDR4 (16GB)
Fan type 3x 80mm Hofswap 4pin PWM Fans

2x 80mm Reaexhaust 4pin PWM Fans

Hot swap Fan

On-Board Devices

Keyboard / mouse USBconnector

Chipset Intel® C226 Express PCH

Audio HD Audio 7.1 channel connector by
RealtekALC1150

USB ports 8x USB 3.0 (4 rear + 4 via headers)
6xUSB 2.0 (2 rear + 4 via headers)

Network card Dual Gigabit Ethernet LAN ports

(Ix Intel® i217LM & 1x Intel® i210AT)
Embedded RAIDontroller ***

g |10

B E )

0
Redundant PSU 2 x 1200W (1+1) higéfficiency (94%-+) Al
DC Redundant power supplies wRIMBuUs
and 12C
Power requirements 100v-240VAC/5660Hz/920W e 090 gg
- ER g6
( ==_0s
o © 00000
00 00
p | T { Esecmion
*  Tested with Ernite€asyviewr.5.10 2 o ge
**  Using different cables with the on board graphic card can cause small
differences to the images on the monitors connected c € F@
***  Tested and not recommended for any Video Surveillance usage
***x |ncluded in configuration We reserve the right to introduct product modifications without notice
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Technical SpecificatioBUILDESR2800R6R

Features

Recording frame rate at
resolution 1280 x 720
System Hard drive with OS 1 x500 GB SSD

Management
*Up to 2800 fps/sec in H.264

Power Configurations

IPMI, ACPI Power Management, Keybi
Wakeup from SofOff, Poweron mode
for AC power recovery

Graphiccontroller for 3 Software

monitor output

** 1XVGA, 1xDVD, 1xHDMI ,
1xThunderboltup to 4096 x 2304

Dimensions / Weight:

Ernitec ESR &uperDoctotll

Ernitec ESBoftware Yes Form Factor o! RapkFrame
Ernitec ESR INFO Yes Rack Rails Yes
Auto-rebooting after Yes Dimensions 132x437x647
powerfailure (HXWxD mm)

Storage
Storage interface

Weight
General
Languages

SATA/SAS with RAID controller
Storageincluded -

Storage bays 16x 3,5"hot swapbays

Up to 40.02KG (Cabinet 34.02KG)

25 including : English, German, Frencl
Spanish, Dutch, Danish, Italian, Finnist

RAIDcontroller Included  High Performance 16ch controller, 12Gt Gperation conditions

Temperature range from5°Cto +35°C

0,1,5,6,10,50,60 + hot spare
Storage hard drive options seeupgrade options for more info

Operating Relative
Humidity Range

8% ~ 90% (nenondensing)

@]
(0]
%
c
S
S
o
3

Warranty

3years

O

S Windows 100TEnterprise 64bit
Upgradeoption; Win OS -

Included accessories

1x OPTICAL MOUSE BLACK/USB PS:
2M GREY, CAT6 2M BLUE, Power Co
schuko 2M , Power 2M UK,

CPU / Memory Part number
CPWKabyLake INTEL Xeon EI245v6 3,70GHz LGA1151
2x 8GB 2133MHz DDR4 (16GB)

Fan type 3x 80mm Hofswap 4pin PWM Fans
2x 80mm Reaexhaust 4pin PWM Fans
Hot swap Fan 5

On-Board Devices

Keyboard / mouse USBconnector

Chipset Intel® C226 Express PCH

Audio HD Audio 7.1 channel connector by
RealtekALC1150

USB ports 8x USB 3.0 (4 rear + 4 via headers)

6xUSB 2.0 (2 rear + 4 via headers)
Dual Gigabit Ethernet LAN ports
(1x Intel® i217LM & 1x Intel® i210AT)

Embedded RAIDontroller ***
Power
Redundant PSU

Network card

920W (1+1) higlefficiency (94%-+) ADC
Redundant power supplies witfMBus
and 12C

100v-240VAC/50660Hz/920W

Power requirements

BUILBESR2800R6R

* Tested with Ernitd€asyviewr.5.10

**  Using different cables with the on board graphic card can cause small
differences to the images on the monitors connected

***  Tested and not recommended for any Video Surveillance usage

***x |ncluded in configuration
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Technical SpecificatioBUILDERGCLIEN-V3

Features

Management

Framerateresolution at *Viewingup to 1000 fps/sec in H.264 or Power Configurations  IPMI, ACPI Power Managemelgyboart
1280 x 720 Recordingup to 2800 fps/sec in H.264 Wakeup from SofOff, Poweron mode
System Hard drive with OS 1 x500 GB SSD for AC power recovery
Graphiccontroller for 3 ** 1XVGA 1xDVID, 1xHDMI , Software Ernitec Pre Servézonflgura_tor,Ernltec
monitor output 1xThunderboltup to 4096 x 2304 : : e oRoUperDoctotll, IPMI View
Ernitec ESBoftware Yes Dimensions / Weight:
Ernitec Pre Server ConfiguraiYes Form Factor Tower

- Dimensions 426x193x525
Auto-rebooting after Yes (HXWXD mm)
power failure Weight net. Up to 14.7KG (Cabinet 12.7KG)

Storage
Storage interface

General

Languages 25 including : English, German, Frencl
Spanish, Dutch, Danish, Italian, Finnist

M.2/SATA/SASBOD
Storageincluded -

Storage bays : 3usable3,5" internal bays Operation conditions ~ Temperature range from5°Cto +35°C
RAID controlleoptional N/A Operating Relative 8% ~ 90% (nenondensing)
Storage hard drive options  Seeupgrade options for more info Humidity Range

OS support Warranty 3 years

os Windows 100TEnterprise 64bit Included accessories  1x OPTICAL MOUSE BLACK/USB PS:
2M GREY, CAT6 2M BLUE, Power Co
schuko 2M , Power 2MK

Upgradeoption; Win OS No

CPU / Memory Part number BUILEERECLIENW3
CPW<abyLake INTEL Xeon ER45v6 3,70GHz LGA11
Memory 2x 8GB 2133MHz DDR4 (16GB)

Fan type 1x 92mm Front Thermal Fan
OnBoard Devices

Keyboard / mouse USBconnector

Chipset Intel® C236 Express PCH

Audio ALC 888S HD Audio

USB ports 8x USB 3.0 (4 rear + 4 via headers)
6xUSB 2.0 (2 rear + 4 via headers)

Network card Dual Gigabit Ethernet LAN ports

(Ix Intel® i217LM & 1x Intel® i210AT)
Embedded RAIBontroller kk

U
o]
2
@

FixedPSU 500W high-efficiency power supplies
Power requirements 100V-240V AC/560Hz/500W

*  Testedvith ErnitecEasyviewr.5.10

**  Usingdifferent cables with the on board graphic card can camall c € F@
differencesto the images on the monitorsonnected
*** Testedand not recommended for any Video Surveillance usage We reserve the right to introduct product modifications without notice
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Technical Specification BUILERGCLIENR-V3
-

Features

Management

Framerateresolution at Viewingup to 1000 fps/sec in H.264 or Power Configurations  IPMI, ACPI Power Management, Keyb
1280 x 720 Recordingup to 2800 fps/sec in H.264 Wakeup from SofOff, Poweron mode
System Hard drive with OS 1 x500 GB SSD for AC power recovery
Graphiccontroller for 3 **2 x DP (Display Port), 1 x Blylx VG; Software Ernitec Pre ServeZonfiguratorErnitec

ESRSuperDoctotll, IPMI View

monitor output . . :
Ernitec ESBoftware Yes Dimensions / Weight

Ernitec ESR INFO Yes Form Factor M ! Raplé Frame
- Rack Rails Yes

Auto-rebooting after Yes i -
(HXWxD mm) .
Storage interface SATA/SAS Weight Up to 8.1KG (Cabinet 6.4KG)
Storageincluded - General

Languages 25 including : English, German, Frenct
Storage bays Space for k 3,5"internal HDD Spanish, Dutch, Danish, Italian, Finnist
RAIDcontroller Included N/A

Operation conditions ~ Temperature range from5°Cto +35°C

Storage hard drive options  seeupgrade options for more info Operating Relative 8% ~ 90% (nenondensing)
oS Windows 100TEnterprise 64bit Warranty 3 years

Included accessories  1x OPTICAL MOUSE BLACK/USB PS;
2M GREY, CAT6 2M BLUE, Power Co
CPU / Memory schuko 2M , Power 2M UK,

Upgradeoption; Win OS -

CPWKabyLake INTEL Xeon ER45v6 3,70GHz LGA11 Part number BUILBERECLIENRV3

Memory 2x 8GB 2133MHz DDR4 (16GB)

Fan type 40mm counterrotating PWM fan(s)

Numberof Fans 2

OnBoard Devices

Keyboard / mouse USBconnector

Chipset Intel® C236 O

Audio ALC 888S HD Audio [,

USB ports 8x USB 3.0 (4 rear + 4 via headers) o
6xUSB 2.0 (2 rear + 4 via headers)

Network card Single Intel® PHY 1219LM LAN contro

Single Intel® Ethernet Controller 12AT
OnboardRAIDController ok

Fixed PSU 350W Gold Level Higtfficiency Power
Supply
Power requirements 100v-240VAC/5060Hz/350W

* Tested with Ernite€asyview.5.10
**  Using different cables with the on board graphic card can cause small
differences to the images on the monitors connected
***  Tested and not recommended for any Video Surveillance usage c € F@
***x Included in configuration

R14EN0418

We reserve the right to introduct product modifications without notice
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