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SOUND

50Bass

50Treble

Balance 0

Sound Mode Standard

Auto Volume off

2.5.3 “Sound” Menu Option

-Press “        ”button to select Sound menu.
-Use “       ” to select what you want to adjust on Mode
- .Press button to adjust “Balance” “Sound Mode” “Auto Volume”  “        ”

-When you are satisfied with your adjustment, press MENU to exit the
main menu.

2.5.4 “OPTION” and “FUNCTION”Menu Option

OPTION

Osd Language English

Osd Duration 30Sec

Transparent Off

Osd Reset

FUNCTION

Color Range On

Osd Duration Higt

Screen

Auto Adjust

Software Update(USB)

-Press “        ”button to select OPTION or FUNCTION menu.
-Use “       ” to select what you want to adjust on Mode
- .Press button to adjust “OSD Language” “OSD Reset” “Software Update” etc  “        ”

-When you are satisfied with your adjustment, press MENU to exit the
main menu.



PICTURE

Contrast

Brightness

Color

Tint

Sharpness

Color Temp Medium

Aspect Ratio Point Topoint

Picture Mode User

PICTURE

Contrast

Brightness

Color

Tint

Sharpness

Color Temp Medium

Aspect Ratio Point Topoint

Picture Mode Standard

-Press “        ”button to select PICTURE  menu.
-Use “       ” to select what you want to adjust on Picture Mode
- .Press button to adjust “Point to Point” “Zom1” “Zom2” “Auto ”“        ”

-When you are satisfied with your adjustment, press MENU to exit the
main menu.

“ .4:3”, “Panorama”

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio Point Topoint

Picture Mode Soft
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PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio Point Topoint

Picture Mode Vivid

50

50

50

50

50

2.5.2 “Aspect Ratio” Menu Option



POWER MUTE

PICTURE FREEZE INPUT

MENUVGA YPbPr

AV S-VIDEO DVI

MENU

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio Panorama

Picture Mode Standard

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio Zoom2

Picture Mode Standard

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio Zoom1

Picture Mode Standard

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio 4:3

Picture Mode Standard

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio Auto

Picture Mode Standard

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio Point Topoint

Picture Mode Standard

2.5.2 “Aspect Ratio” Menu Option

-Press “        ”button to select PICTURE  menu.
-Use “       ” to select what you want to adjust on Color Temp
- .Press button to adjust “Point to Point” “Zom1” “Zom2” “Auto ”“        ”

-When you are satisfied with your adjustment, press MENU to exit the
main menu.

“ .4:3”, “Panorama”



A. Press the “MENU” button to access Main Menu setting interface.
B. Press the “       ”to select the desired submenu.
C. Press the “         ”again to enter the submenu. 

-Press “        ”button to select PICTURE  menu.
-Use “       ” to select what you want to adjust on Color Temp
-Press button to adjust “Medium” “Warm” “Cold” “User ” .“        ”
-When you are satisfied with your adjustment, press MENU to exit the
main menu.
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HDMI INPUT

Audio input

Audio2 out
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POWER

HDMI

VGA

BNC1  INPUT

BNC2  INPUT

BNC   OUT

AUDIO 1

AUIO2

VGA INPUT

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio Point Topoint

Picture Mode Standard

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Warm

Aspect Ratio Point Topoint

Picture Mode Standard

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Cool

Aspect Ratio Point Topoint

Picture Mode Standard

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp User

Aspect Ratio Point Topoint

Picture Mode Standard

2.5.1 “Color Temp” Menu Option

2.5. OSD setup under VGA/HDMI input mode.
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HDMI YPBPR

MENU

POWER MUTE

PICTURE FREEZE INPUT

VGA

AV DVIS-VIDEO

HDMIYPbPr

POWER

MUTE

MENU

INPUT

PICTURE

-Press the “MENU” button into main menu.
-Press the “  ” button to select OSD menu.
-Press the “     ” button to select OSD LANGUAGE.
-Press the “         ” button to  select your language.
-When you are satisfied with your choice,
press MENU to exit.

-Press the “     ” button to select the source you want.
-Press the  “INPUT” button to confirm.

 nput source by pressing INPUT button on the remote
control on the front panel.

NO SIGNAL

VGA

HDMI

AV   1

AV   2

NO SIGNAL

PICTURE

50Contrast

50Brightness

50Color

50Tint

50Sharpness

Color Temp Medium

Aspect Ratio Point Topoint

Picture Mode Standard
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