
0070-24128-POE

4K POE Monitor

User Manual



2.2 OSD “Color setting” Menu

2.4  OSD “Input source” Menu

2.5  OSD “Display setting” Menu

2.6  OSD “Other settings”” Menu

2.7  OSD “Display information” Menu

2.8  OSD “Automatic adjustment” Menu

2.1 OSD “Brightness/contrast” Menu

2.3 OSD “Input source” Menu



2.8 OSD “Other Settings” Menu

Input Source

Brightness/Contrast

Color Setting

Picture Quality Settings

Display Settings

Audio Settings

Multi-Window Settings

OSD Settings

Other Settings

DP Resolution: 3840x1600@60Hz

Window1:

InputSource:    DP

Resolution:   3840x1600@60Hz

Window3:

InputSource:  

Resolution: 

Window2:

InputSource:    

Resolution:   

Window4:

InputSource:  

Resolution: 

94D1

FreeSync Mode

HDR

USB FW Upgrade

LOS

Factory Reset

Off

 Auto

LOS 3



2.6 OSD “Multi-Window Settings” Menu

2.7 OSD “OSD Settings” Menu

Input Source

Brightness/Contrast

Color Setting

Picture Quality Settings

Display Settings

Audio Settings

Multi-Window Settings

OSD Settings

Other Settings

DP Resolution: 3840x1600@60Hz

Window1:

InputSource:   DP

Resolution:   3840x1600@60Hz

Window3:

InputSource: 

Resolution: 

Window2:

InputSource:   

Resolution:   

Window4:

InputSource: 

Resolution: 

94D1

Language

Menu Transparency

OSD H Position

OSD V Position

OSD Timer

Menu Rotation

English

0

50

50

10

0

Input Source

Brightness/Contrast

Color Setting

Picture Quality Settings

Display Settings

Audio Settings

Multi-Window Settings

OSD Settings

Other Settings

DP Resolution: 3840x1600@60Hz

Window1:

InputSource:    DP

Resolution:    3840x1600@60Hz

Window3:

InputSource:  

Resolution:  

Window2:

InputSource:    

Resolution:    

Window4:

InputSource:  

Resolution:  

94D1

Multi-Window

Sub Win2 Input

Sub Win3 Input

Sub Win4 Input

PIP Size

PIP Position

Swap

Off



2.4 OSD “Input source” Menu

2.5 OSD “Brightness” Menu

DP

HDMI 1

HDMI 2

HDMI 3

Input source

Input Source

Brightness/Contrast

Color Setting

Picture Quality Settings

Display Settings

Audio Settings

Multi-Window Settings

OSD Settings

Other Settings

DP Resolution: 3840x1600@60Hz

Window1:

InputSource:    DP

Resolution:    3840x1600@60Hz

Window3:

InputSource:  

Resolution:  

Window2:

InputSource:    

Resolution:    

Window4:

InputSource:  

Resolution:  

94D1

Brightness

Contrast

DCR

Low Blue

80

50

Off

Off



2.2 OSD “Color setting” Menu

2.3 OSD “Input source” Menu

Color temperature

Red

Green

Blue

Tone

Saturation

Color mode

Color format

5700K

PC mode

RGB

50+

50+

50+

50+

50+

Brightness/ contrast

Color sett ing

Input source

Display sett ing

Other sett ings

Display information

Automatic adjustment

Auto Select

HDM I

Display Port

 

Brightness/ contrast

Color sett ing

Input source

Display sett ing

Other sett ings

Display information

Automatic adjustment
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6 RJ 45 POE Power Input (60Watt Standard)

2.1 OSD “Audio Settings” Menu

Input Source

Brightness/Contrast

Color Setting

Picture Quality Settings

Display Settings

Audio Settings

Multi-Window Settings

OSD Settings

Other Settings

DP Resolution: 3840x1600@60Hz

Window1:

InputSource:   DP

Resolution:   3840x1600@60Hz

Window3:

InputSource: 

Resolution: 

Window2:

InputSource:   

Resolution:   

Window4:

InputSource: 

Resolution: 

94D1

Off

52

Auto

Mute

Volume

Audio Source


